
GSFC’s X.500 & USENET 
News Server Descriptions

X500
Sun SPARC Station 20

• 144MB RAM
• 2GB Disk Space
• Ethernet

 Software:  
• Sun O/S 4.1.3
• LDAP 3.1

X500 (Backup)
Sun SPARC Station 10

• 96MB RAM
• 2GB Disk Space
• Ethernet

 Software:
• Sun O/S 4.1.3
• LDAP 3.1

NEWS
Sun SPARC Station 20

• 128MB RAM
• 4GB Disk Space
• FDDI & Ethernet

 Software:
• Sun O/S 4.1.3
• INN 1.4SEC

NEWSFEED
Sun SPARC Station 5

• 64MB RAM
• 2GB Disk Space
• FDDI & Ethernet

 Software:
• Sun O/S 4.1.3
• INN 1.4SEC

For X.500 and 
E-Mail Reflector 

Services 

For both internal and 
external USENET 

connections



GSFC’s E-Mail 
Server Descriptions (Part 1)

POPA
Sun SPARC Station 20

• 96MB RAM
• 15GB Disk Space (RAID 5)
• FDDI & Ethernet

 Software:  
• Solaris 2.5 
• QPopper
• FTPd
• HTTPd
• CNE Mail Environment 

POPB
Sun SPARC Station 20

• 96MB RAM
• 15GB Disk Space (RAID 5)
• FDDI & Ethernet

 Software:  
• Solaris 2.5 
• QPopper
• FTPd
• HTTPd
• CNE Mail Environment 

POPC
Sun SPARC Station 20

• 96MB RAM
• 15GB Disk Space (RAID 5)
• FDDI & Ethernet

 Software:  
• Solaris 2.5 
• QPopper
• FTPd
• HTTPd
• CNE Mail Environment 



GSFC’s E-Mail 
Server Descriptions (Part 2)

POPS
Sun SPARC Station 20

• 96MB RAM
• 2GB Disk Space
• FDDI & Ethernet

 Software:  
• Solaris 2.5 
• QPopper
• FTPd
• HTTPd
• CNE Mail Environment 

(Backup)

POPD
Sun SPARC Station 20

• 96MB RAM
• 15GB Disk Space (RAID 5)
• FDDI & Ethernet

 Software:  
• Solaris 2.5 
• QPopper
• FTPd
• HTTPd
• CNE Mail Environment 

MAILLIST
Sun SPARC Station 20

• 96MB RAM
• 4GB Disk Space
• FDDI & Ethernet

 Software:  
• Solaris 2.5 
• Majordomo

POPWFF
Sun SPARC Station 20

• 96MB RAM
• 2GB Disk Space
• FDDI & Ethernet

 Software:  
• Solaris 2.5 
• QPopper
• FTPd
• HTTPd
• CNE Mail Environment 
• Majordomo

 (WFF)


